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HOWTO USE 

E-Z MARK BUTT GAGES 


(use on wood only) 



1. Measure and mark 7" (standard) distance from top 
of door to top of hinge. Distance from inside top of 
jamb to top of hinge must be slightly more, to allow 
for door clearance. Illustration 1. 

Repeat for bottom hinge. Measure 11" (standard) 
from bottom of door to bottom of hinge. 



Center the third hinge (if used) between top and 
bottom hinges. 
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exact iocaiic.,3 marked, with gage stops ayainsi in¬ 
side face of door or jamb, illustration 2. Strike the 
gage sharply several times so blades are firmly set. 
Press down on handle to release and remove gage. 

3. Position depth scriber against the inside face of 
door (and jamb) to mark depth for mortise. Illustra¬ 
tion 3. 

4. Use wood chisel to mortise for hinge-plates. 
Illustration 4: 

Check mortise by making sure that hinge-plates seat 
snugly and are perfectly flush 
with surface of door or jamb. 
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CARING FOR YOUR E-Z MARK BUTT GAGE: 

Use on wood only. Protect cutting edges. Oil blades to pre¬ 
vent rusting. Store in this sturdy box. 
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SHARPENING YOUR E-Z MARK BUTT GAGE: Hold the gage In 
one hand, blades up, at about 45° angle. File the inside 
edge of the blades, letting the file pass through corner open¬ 
ings. Whet off both sides with fine oil stone. 
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